Inchcape Testing Services - Radiated Emissions Data Sheet 


COMPANY: LUMONICS CORPORATION 

BUT: LASER MARKING EQUIPMENT | . 
MODEL: LIGHTWRITER CQ2 

PROJECT: 104053 

DATE: 9/22/95 

ENGINEER: RICHARD LEE 


ENSS011 CLASS B RADIATED EMISSION (3 m) 


FREQ. * READING Cor. Fac. ANT POL. CRD. RDG. LIMIT DELTA 


MHz  dB(uV) dB(I/m) (H/V) dB(uV/m) dB(uV/m) dB 
3305 ina Bi 12.5 V 38.6 39.5 -0.9 
44.8 40.2% Get 3 V ane 39.5 12.0 
44 3 45 Git eomit ce V 40.9 39.5 7.4 
46.5 52 Be eee Tete eV 63.5 39.5 24.0 
47.2 51.3 ae (ia, V 62\,6 39.5 230i 
48.6 Sa ee eee enV 62.4 39.5 22.9 — 
y 50.3 52.1. 11.3 V 63.4 39.5 23.9 
51.3 46.4 11,3 Vv 57.7 39.5 13.2 /] 
128.9 30.6 13.6 H | 44.2 39.5 4.7 , 
157.5 34.6 14.3 H’ 48.9 39.5 9/4 : 
Mego Sts i | 46.6 39.5 7.1 4 Vy 
211.3 31.8 24° #H 44.2 39.5 aa. oa 
215.0 32.9 12.4 H 45.3 39.5 5.8 eo Kod 
232.8 2G Ao. 8 H 37.7 46.5 32 Af 
BSG 3 55 S2uRM. The 19.8 H 45.6 46.5 0.9 ey 
257.9 32.9 12.8 H 45.7 46.5 -0.8 / 
275.4 37.4 13.2 H 50.6 46.5 4.1 f; 
NOTE: ALL MEASUREMENTS WERE MADE AT 3 METERS , 
NEGATIVE SIGNS (-) SIGNIFY LEVELS BEDQW THE LIMITS . 
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